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Aim higher.
Discover the nearby produced.
Plannja has its roots in barren Nordic. We produce steel plate 
roofing, construction elements and accessories which raise 
the value of the building and the comfort they provide. 

Sheet metal roofing and rainwater systems which can 
withstand the Nordic climatic conditions can withstand 
anything. Sheet steel which expresses the cleanness of 
Scandinavian design, is always contemporary and always 
attracts attention.

Nearby produced always means environmental benefits and 
close proximity tothe sources of Plannja product knowledge. 
Plannja has been rooted in the builders’

merchants industry, within wholesalers and in the 
construction industry for more than 40 years. Aim higher and 
discover the values that are close to home.



4

Plannjarend
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Plannja Trend | Steel

Plannja Trend is an easily-installed roof that gives your house that extra 
zing. Anyone who has ever dreamt of a first-class metal roof is closer to 
realizing their dream. Because one edge snaps into place and the other is 
secured by a screw hidden by the next sheet, there are no visible screws. 
Instead, Plannja Trend creates a fantastic flow of lines above your house. 
Plannja Trend is available in five colours and is finished in durable Plann-
ja Hard Coat.

Plannja Trend. Hot dip galvanized painted sheet steel. Thickness 0.6 mm. Plannja Trend has a 
protective coating of durable Plannja Hard Coat 50 to provide extra long life. Min. length 0.7 metres 
and max. length 10 metres with ridge, max. length without ridge 7 metres.

NEW! Plannja Trend 300. With central ridge. Min. length 0.7 metres and max. length 7 metres.

42 Maroon

Plannja Trend | Steel
Thickness: 0,6 mm
Coating: Plannja Hard Coat 50
Colours: 01 black, 15 dark silver metallic,
22 dark red, 42 maroon, 45 silver metallic
Length with grooves: 0,5–10,0 m
Length without grooves: 0,5–7,0 m

Plannja Trend 300 | Steel
Thickness: 0,6 mm
Coating: Plannja Hard Coat 50
Colours: 01 black, 15 dark silver metallic,
22 dark red, 42 maroon, 45 silver metallic
Length: 0,5–7,0 m

01 Black

22 Dark red

45 Silver metallic

rend
15 Dark Silver metallic

 PLANNJA TREND | STÅL

25

Cover width 500

25

Cover width 500

25

Cover width 300

25

Cover width 300

 PLANNJA TREND 300 | STÅL
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PlannjaModern
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Plannja Modern | Steel

Plannja Modern is a big step forward in Scandinavian roof design. This 
design suits both functional and more classical house and roof styles. 
The roof's profiled line patterns are associated with sturdy sheet 
metal work and the selected roof colour gives the house a distinct and 
contemporary expression. The handy small house owner lays his own 
roof while others let a tradesman do the job. Plannja Modern is coated 
with an age-resistant Hard Coat and is available in seven colours from 
which to choose.

Plannja Modern. Hot galvanised painted steel sheet metal. Thickness 0.6 mm In order to give it an 
extra long durability, Plannja Modern has a protective coating of Plannja Hard Coat 50.

10 Graphite

15 Dark Silver metallic

70 White

Plannja Modern | Steel
Thickness: 0.6 mm.
Coating: Plannja Hard Coat 50
Colours: 01 black, 10 graphite,
15 dark silver metallic, 22 dark red, 
33 copper green, 45 silver metallic, 
70 white
Length: 0,4–6,0 m

01 Black

22 Dark red

45 Silver metallic

 PLANNJA MODERN | STEEL

33 Copper green

Cover width 1110

NEW!
The Plannja Modern range has been extended to include several 
new flashings this year. The new flashing create an even more 
distinctive style and further enhance the appeal of the roof.
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Plannja
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PRODUCT PROGRAMME PLANNJA ROYAL

01 Black 20 Dark grey

22 Dark red

Standard lengths. Module length 400 mm. 

Number  Total  Covering  m2/  Number/  m2/  Kg/bundle  Kg/bundle
of modules    sheet metal  bundle   bundle   steel  aluminium
 3  1300 mm  1200 mm  1.3  50   65  310 132
 5  2100 mm  2000 mm  2.1  50   105  500 215
 7  2900 mm  2800 mm  2.9  50   145  695 295

Special lengths 500 - 7000 mm
Lengths over approx 6.5 m are difficult to handle 
m2 = total length x covering width

Plannja Royal | Steel
Thickness: 0.55 mm 
Weight/m2: 4.9 kg 
Material: Hot galvanised painted steel plate
Coating:  Plannja Hard Coat 50
Colours: 01 black, 13 moss green, 20 dark gray, 
22 dark red , 42 maroon
Coating:  Plannja Hard Coat Exklusive
Colours: 01 black, 42 maroon

Plannja Waterfront | Aluminium
Thickness: 0.6 mm
Weight/m2: 2.1 kg
Material: Painted aluminium sheet metal
Coating: Plannja Hard Coat 25
Colours: 01 black, 42 maroon

Royal’s artistic idiom expresses a single-bulge roof tile tradition, 
however in a modern version. This roof is a big seller available in several 
colours; there is certainly one to suit you and your house as well. Plannja 
Royal is also made from resistent aluminium under the name Plannja 
Waterfront. It is especially suited for houses situated along the coast.

Plannja Royal. Hot galvanised painted steel sheet metal. Thickness 0.55 mm. In order to give it 
extra long durability, Plannja Royal has a protective coating of Plannja Hard Coat 50. Manufactured 
in standard and special-order lengths.

A new, alternative coating has been developed for Plannja Royal. Hard Coat Exclusive is 
an improved version of Hard Coat with a coarser, textured finish. The surface is rougher 
and more durable in appearance, but has a fine lustre that enhances the appearance 
of the roof. This coating is only available on our Plannja Royal roof tiles in PL 01 black 
and PL 42 maroon finish.

Plannja Royal Waterfront. Roof tiles made of 0.6 mm thick aluminium which provides extra 
resilience for the roofs located near the coast or in locations with prolific rainfall (precipitation often 
contains corrosive acids). Coated with Hard Coat 25.

13 Moss green

42 Maroon

Plannja Royal | Hard Coat Exclusive

Cover width 1000 Side 2

Side 1

NEW!



10

PlannjaRegent
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Plannja Regent | Seaside

Plannja Regent gives the roof an elegant image. The artistic idiom 
reflects a single-bulge tile tradition with a wave profile somewhat 
lower than the one found in Royal. Plannja Regent generates a good 
overall economy with regard to the purchase price, installation and 
maintenance. Regent is also made from resistent aluminium and goes 
by the name of Plannja Seaside. The aluminium tile is especially suited 
to houses located near salt-water coasts.

Plannja Regent. Hot galvanised painted steel sheet metal. Thickness 0.5 mm. Plannja Regent has 
a protective coating of Hard Coat 25. Manufactured in standard and special-order lengths.

Plannja Regent Seaside. Roof tiles made of 0.6 mm thick aluminium which provides extra 
resilience for the roofs located near the coast or in locations with prolific rainfall (precipitation 
often contains corrosive acids). Coated with Hard Coat 25.

20 Dark grey

42 Maroon

  PRODUCT PROGRAMME PLANNJA REGENT | SEASIDE
Plannja Regent | Steel
Thickness: 0.5 mm. 
Weight/m2: 4.7 kg 
Material: Hot galvanised painted steel plate 
Coating: Plannja Hard Coat 25
Colours: 01 black, 20 dark grey
22 dark red, 42 maroon

Plannja Seaside | Aluminium
Thickness: 0.6 mm. 
Weight/m2: 1.9 kg 
Material: Painted aluminium sheet metal
Coating: Plannja Hard Coat 25
Colours: 01 black, 42 maroon

01 Black

22 Dark red

Standard lengths. Module length 350 mm. 

Number  Total  Covering  m2/  Number/  m2/  Kg/bundle  Kg/bundle
of modules    sheet metal  bundle   bundle   steel  aluminium
 3  1150 mm  1050 mm  1.27 50   65  282 118
 5  1850 mm  1750 mm  2.04 50   105  454 190
 7  2550 mm  2450 mm  2.81  50   145  625 262

Special lengths 450 - 6000 mm
m2 = total length x covering width

Cover width 1100 Side 2

Side 1
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Our latest addition to the selection is called Plannja Smart. The roof tile 
is aptly named for those primarily with their wallets in mind. We have 
succeeded in minimising the production costs without compromising on, 
for example, the surface coating, which consists of resistent Plannja Hard 
Coat. Smart is manufactured in lengths of 2 or 3 modules and fits like a 
glove on the roofs on smaller houses. Plannja Smart is almost always kept 
in store by building supply dealers, in easy to transport lengths.

Plannja Smart. Hot galvanised painted steel sheet metal. Thickness 0.5 mm. In order to 
give it extra long durability, Plannja Modern has a protective coating of Plannja Hard Coat 25. 
Manufactured in two standard lengths: 2 or 3 module lengths. Are only sold in packages 
of 50 pieces

01 Black

Plannja Smart | Steel
Thickness: 0.5 mm
Weight/m2: 4.7 kg
Material: Hot galvanised painted steel 
sheet metal
Coating: Hard Coat 25
Colours: 01 black

Plannja

  PRODUCT PROGRAMME PLANNJA SMART

Kg/m2 Number Total  Covering m2/ Number/ Kg/
 of modules    sheet metal  bundle  bundle 

4.7 2  785  700  0.88  50  205

 3  1135  1050  1.27 50 296

Smart

186,7 mm186,7 mm

Täckande bredd 1120 mm

40
,5

 m
m

350 mm 34,5 mm

60 mm

50,5 mm

25 mm

25,5 mm
15 mm

Cover width 1120
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Plannja Regola is inspired by the design of classical roof tiles from 
southern Europe. However, that is where the similarity ends. We 
have a patent on Plannja Regola thanks to the built-in joist on the 
rear edge of the profile. This joist means that the installation can be 
done without battens. When a new construction is being done Plannja 
Regola is installed directly onto the roof truss, only a condensation 
barrier is needed in between. In spite of Regola’s simple installation, it 
is important that you or your roofer closely follow the clear installation 
instructions. These are available as a separate brochure.

Plannja Regola. Hot galvanised painted steel sheet metal. Thickness 0.55 mm. Plannja Regola has a 
protective coating of Plannja Hard Coat 50. Available in a module length of 420 mm.

01 Black 42 Maroon

Plannja

PRODUCT PROGRAMME PLANNJA REGOLA
Plannja Regola | Steel
Thickness: 0.55 mm
Weight/m2: 5.7 kg
Weight/lm: 2.4 kg
Material: Hot galvanised painted steel 
sheet metal
Coating: Plannja Hard Coat 50
Colours: 01 black, 42 maroon
Total width: 4,200 mm

Module length 420 mm. 

Length  m2/ Number/ m2/ m/ Kg/
 sheet metal bundle bundle bundle bundle

4.2 1.76 80 141 336 804

Supplied in an even number of sheets

Regola

Cover width 4000 Side 2

Side 1

PLANNJA REGOLA TO BE WITHDRAWN IN 2012.
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Plannja

Roofing Sheet



15

Close your eyes and think of a classic tin roof. The image that comes to 
mind is usually a strip-covered tin roof or a roof made of Plannja roofing 
sheet. Right now, our roofing sheet is experiencing a renaissance. Partly 
because it is often recommended within the restoration and building 
maintenance fields, but also because it harmonises with the popular 
functional style. Plannja roofing sheet’s discrete profile blends in well 
with façades, large windows and line-patterns of wood and metal. The 
building receives both long-lasting protection and a classic expression 
for many, many years. 

Plannja Roofing Sheet. Hot galvanised painted steel sheet metal. Thickness 0.6 mm. In order 
to give it an extra long durability, Plannja Modern has a protective coating of Plannja Hard Coat 
25 and 50. Manufactured in lengths of 1.5 – 6 metres. Plannja Roofing Sheet is set out on a flat 
surface and underlay board. 

Plannja Roofing Sheet with grooves can be installed directly 
on the battens. Max batten distance with respect to the sheet’s 
walkability is c/c 500 mm.

Plannja Roofing Sheet | Steel
Thickness: 0.6 mm. 
Coating: Aluzink, Hard Coat 25 and 50 
Colours HC 25: 01 black, 10 graphite, 
15 dark silver metallic, 20 dark grey, 
22 dark red, 42 maroon, 45 silver metallic, 
56 dark brown, 60 zinc grey, 70 white
Colours HC 50: 01 black, 15 dark silver metallic, 
20 dark grey, 30 grey, 33 copper green, 45 me-
tallicsilver, 70 white
Length: 1.5–6.0 m
Special Orders: Plannja Fleece-dug

Plannja Roofing Sheet | Aluminium
Thickness: 0.7 mm. 
Coating: Hard Coat 25
Colours: 01 black, 13 moss green, 
15 dark silver metallic, 20 dark grey, 
45 silver metallic, 60 zinc grey.
Length: 1.5–6.0 m
Special Orders: Plannja Fleece-dug

Can be obtained with grooves, which allows it 
to be installed on trusses.

Plannja Roofing Sheet

PLANNJA ROOFING SHEET | STEEL

56 Dark brown

30 Gray

45 Silver metallic

60 Zinc grey 13 Moss green

01 Black

20 Dark grey

42 Maroon

15 Dark Silver metallic

22 Dark red

10 Graphite

33 Copper green

70 White

Cover width 1120

Side 2

Side 1

24

2,5 20

232

66

15

70

15

66

48
Täckande bredd 1120Cover width 1120
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Plannja 20 is a versatile profile with broad usage. On residential 
houses, garages, barns, outhouses and cottages. Our classic 
20-profile is desired by everyone looking for a functional 
covering for walls and roofs, both indoors and outdoors. Plannja 
20 is also available with practical condensation barriers on the 
underside of the sheet. The 20-profile is protected by a coating 
of Plannja Hard Coat. Also manufactured in aluminium. 

Plannja 20-75. An aluminium profile for roofs and walls particularly exposed to 
agressive climate. Thickness 0.5 mm.

Plannja 20-105. Hot Galvanised Steel. Thickness 0.5 or 0.6 mm. In order to give it 
an extra long durability, Plannja 20 has a protective coating of Plannja Hard Coat. 50. 
Also available coated with the thinner Hard Coat 25 coating. Manufactured in 2 – 10 
metre lengths.

Plannja 20-75 | Aluminium
Thickness: 0.5 mm
Coating: Not surface-treated, Hard Coat 25 
Colours: 01 black, 13 moss green, 20 dark grey, 22 dark red, 
42 maroon, 70 white
Special Orders: Plannja Fleece-dug or Plannja Anticondensation coating

Plannja 20-105 | Steel
Thickness: 0.5 mm
Coating: Hard Coat 25 
Colours: 01 black, 10 graphite, 15 dark silver metallic, 20 dark grey , 
22 dark red, 30 grey, 42 maroon, 45 silver metallic, 60 zinc grey, 
64 light yellow, 70 white, 76 sandbeige
Special Orders: Plannja Fleece-dug or Plannja Anticondensation coating

Thickness: 0.6 mm
Coating:  Hot galvanised, Hard Coat 25 
Colours 0.6 mm: 01 black, 10 graphite, 13 moss green, 14 yellow, 
15 dark silver metallic, 20 dark grey, 22 dark red, 30 grey, 42 maroon, 
45 silver metallic, 56 dark brown, 60 zinc grey, 64 light yellow, 70 
white, 71 dark blue, 76 sandbeige, 82 clear red 
Special Orders: Perforation, Plannja Fleece-dug or 
Plannja Anticondensation coating

Thickness: 0.6 mm
Coating: Hard Coat 50 
Colours: 01 black, 15 dark silver metallic, 20 dark grey, 30 grey, 
45 metallic silver
Special Orders: Plannja Fleece-dug or Plannja Anticondensation coating

Plannja 20-105 | Aluminium
Thickness: 0.5 and 0.7 mm
Coating: Not surface-treated, Hard Coat 25 
Colours 0.7 mm HC 25: 01 black, 13 moss green, 15 dark silver 
metallic, 20 dark grey, 45 silver metallic, 60 zinc grey.
Special Orders: Plannja Fleece-dug or Plannja Anticondensation coating

 PLANNJA 20 -75 | ALUMINIUM

Plannja 20

 PLANNJA 20 -105 | STEEL AND ALUMINIUM

Cover width 1150

Cover width 900 Side 2

Side 1

Side 2

Side 1
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Plannja | Sinus 51

Thickness: 0.6 mm
Coating: Aluzink, Hot galvanised, Hard Coat 25, Hard Coat 50 
Colours HC 25: 01 black, 10 graphite, 13 moss green, 14 yellow, 15 dark silver 
metallic, 20 dark grey, 42 maroon, 45 silver metallic, 60 zinc grey, 70 white, 
71 dark blue
Colours HC 50: 01 black, 15 dark silver metallic, 20 dark grey, 30 grey, 
45 silver metallic, 70 white
Special Orders: Perforation, Plannja Anticondensation coating

885

177

51

Sida 1

Sida 2

Steel

Plannja | 19 

Thickness: 0.5 and 0.6 mm
Coating: Hard Coat 25, Hard Coat 50
Colours 0.5 mm HC 25: 01 black, 10 graphite, 15 dark silver metallic, 20 dark grey, 
22 dark red, 30 grey, 42 maroon, 45 silver metallic, 64 light yellow,, 70 white, 76 sand beige
Colours 0.6 mm HC 50: 30 grey

With Plannja 19 steel wall cladding, you get a wall covering 
which is economical, quickly installed and requiring a 
minimum of maintenance. The covering width is 1104 mm.

Steel

Plannja | Sinus 18

Thickness: 0.5 mm and 0,6 mm
Coating: Hard Coat 25
Colours 0,5 mm: 01 black, 10 graphite, 15 dark silver metallic, 20 dark grey, 
22 dark red, 30 grey, 42 maroon, 45 silver metallic, 70 white, 76 sand beige
Colours 0,6 mm, hot galvanised: 70 white, 76 sand beige
Special Orders: Perforation, Plannja Fleece-dug

Thickness: 0.6 mm
Coating: Hot galvanised, Hard Coat 50
Colours: 01 black, 15 dark silver metallic, 20 dark grey, 45 silver metallic, 
70 white
Special Orders: Plannja Fleece-dug

Thickness: 0.5 / 0.7 and 1,0 mm
Coating: Not surface-treated / Hard Coat 25 
Colours 0.7 mm HC 25: 01 black, 13 moss green, 15 dark silver metallic, 
20 dark grey, 45 silver metallic, 60 zinc grey
Colours 1.0 mm HC 25: 1 black, 20 dark grey,  45 silver metallic, 
80 brilliant white
Special Orders: Plannja Fleece-dug

Steel

Aluminium

Plannja | 15 

Thickness:  0.5 mm
Coating: Hard Coat 25
Colours: 10 graphite, 22 dark red, 45 silver metallic, 70 white

Steel

A narrow width wall cladding with a coating of Hard Coat 
25. 0.50 mm. Covering width 1150 mm. An extra finesse is 
that the profile is reversible which means that one can choo-
se whether the narrow or wide flange shall be outward.

Thickness: 0.5 and 0.6 mm
Coating: Aluzink, Hot galvanised, Hard Coat 25, Hard Coat 50 
Colours 0.5 mm HC 25: 01 black, 10 graphite, 15 dark silver metallic, 20 dark grey, 22 dark red, 
30 grey, 42 maroon, 45 silver metallic, 64 light yellow, 70 white, 76 sand beige
Colours 0.6 mm HC 25: 01 black, 10 graphite, 13 moss green, 15 dark silver metallic, 20 dark 
grey, 22 dark red, 42 maroon, 45 silver metallic, 60 zinc grey, 64 light yellow, 70 white, 71 dark 
blue, 76 sand beige
Colours 0.6 mm HC 50: 01 black, 15 dark silver metallic, 20 dark grey, 30 grey, 45 silver metallic
Special Orders: Perforation

Plannja | 35

Plannja 35 has its greatest use as wall cladding on economy 
buildings, warehouses, small industries etc. 

Steel

Cover width 1035
Side 2

Side 1

Sida 1

Sida 21060

76

18

Cover width 1060 Side 2

Side 1

97 158 Sida 1

Sida 2 19
Täckande bredd 110425 Cover width 1104

Side 1

Side 2

Cover width 885

Side 1

Side 2

Thickness: 1,0 mm
Coating: Hard Coat 25 
Colours HC 25: 01 black, 20 dark grey, 45 silver metallic, 80 white, 
Special Orders: Plannja Anticondensation coating

Aluminium
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Plannja

For more than 40 years, Plannja has refined steel for roofs in Sweden and 

abroad. We have developed resistent roofing solutions and roof parts 

which withstand everything from sliding ice sheets to extreme differences 

in temperature. Hand in hand with the technical development, Plannja’s 

design development is continuously ongoing. What other material than 

sheet metal can offer 19 colours and half a dozen different profiles?

Overall Economy
Not looking after one’s roof is an expensive prospect. Often, leaks are first discovered only once the 
damages have already occurred in the underlying construction. At Plannja, we know that the roof is 
an important parameter of the house’s functional, aesthetic and economic value. A quality-assured 
roof from Plannja, is built to be easy to transport and easy to install. We guarantee the durability 
of the roof for at least 10 years. Included in the concept of overall economy are aspects such as the 
amount of preparatory work, the number of man-hours and future maintenance, among others. 
With this way of thinking, it is easy to arrive at Plannja.

Environment
Plannja is a Swedish company, environmentally certified since 2004 according to SS-EN ISO 14001. 
The abbreviation perhaps does not say much, but behind Plannja’s sheet metal-covered façades 
there is a continuous environmental improvement effort underway. A Plannja roof with Hard 
Coat is 100% recyclable. We treat our new products with environmentally suited polyester-based 
coatings – even the roof drainage where we recently moved away from a PVC-based solution. A tin 
roof furthermore weights only one tenth of what a concrete tile roof weighs. This way, Plannja’s tin 
roofs are environmentally advantageous in terms of transportation as well.

Steel or Aluminium
Plannja’s roofs consist of a core of hot galvanised steel or of aluminium. In addition, several 

protective layers and coatings make Plannja by and large a maintenance-free alternative. The low 

weight of the Plannja roof is gentle on the person laying the roof and for the roof construction 

itself. A concrete tile roof weighs ten times more than Plannja’s tin roof and 20 times more than 

our aluminium roof.

Plannja Hard Coat®

A roof must resist snow, ice and pouring rain. As well as the chimneysweep’s boots and the blazing 

sun. Our surface coating, Plannja Hard Coat, is developed with this in mind and it therefore 

becomes a quality concept within the building industry. Hard Coat is polyester-based with unique 

additives which give it a very hard and scratch-resistant surface. In spite of the hardness, Plannja 

Hard Coat is flexible and withstands any movements in the roofing sheet. This year, we are also 

introducing our roof drainage with Hard Coat as a coating system in a glossy version called Hard 

Coat Glossy.

A new, alternative coating has been developed for Plannja Royal. Hard Coat Exclusive is an improved 

version of Hard Coat with a coarser, textured finish. The surface is rougher and more durable in 

appearance, but has a fine lustre that enhances the appearance of the roof. This coating is only 

available on our Plannja Royal roof tiles in PL 01 black and PL 42 maroon finish.

Plannja Colour System
We had an architect develop Plannja’s colour palette. In our basic selection, there are standard 

colours which connect to the fundamental colour elements of nature. In addition, there are a 

number of defined specialty colours which we produce on order, regardless of product. In Plannja’s 

colour scale, there are associations with autumn leaves, pine needs, beech wood forests, lush grass, 

topsoil or stones at the water’s edge. Take a look at your house’s façade and surroundings. Plannja 

has the colour to match.

Steel

Top coat

Primer

Aluminium

Protection layer

Primer
Top coat

Pretreatment layer
Metalizing layer

Coating

Metalizing layer
Pretreatment layer

Primer

Easy film

Metalizing layer

Stål
Metalizing layer

Easy film

Steel

Aluminium

Steel

Pretreatment layer

Pretreatment layer

Aluzinc

Quality
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With Plannja’s wide colour scheme, everyone can create a pleasant contrast based on the 

architecture and the colour scale of the surrounding nature. The colours are connected to 

nature’s classic elements of earth, water, air and fire. You yourself can try setting colour to 

roofs and gutters on our web page at plannja.se. 

Plannja’s colours receive an extra long durability thanks to one of the market's absolutely 

hardest coatings, Plannja Hard Coat. Under each product, you can see which colours are 

standard colours.

Aim higher to 21 colours

64 Light yellow

14 Yellow 

56 Dark brown 

33 Copper green 

71 Dark blue 22 Dark red 42 Maroon

82 Clear red

70 White 

13 Moss green 

15 Dark Silver metallic

20 Dark grey

10 Graphite01 Black

45 Silver metallic 60 Zinc grey 30 Grey25 Graphitegray metallic

76 Sandbeige

80 Brilliant White 90 Warm White 
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Aim higher, 
choose Plannja quality!
Under the designation of rainwater system, Plannja has gathered 
everything you need in the way of gutters, downpipes, gutter 
brackets and innovative accessories. This provides a safe solution 
which minimises the risk for water and moisture damage on façades, 
plinths and foundations. Merely a light rain of one millimetre of 
precipitation  on a 100-square-metre roof contains 500 litres of water 
over five hours. A downpouring of 50 millimetres of rain corresponds 
to 5,000 litres.

Safe function and an aesthetic framing
However, rainwater system is not just about channelling off rain 
and meltwater. It is also about giving the façade a beautiful frame, 
for example, through the use of colour accents on gutters and 
downpipes. Or allowing gutters made of metallic silver to brighten 
up your house. At Plannja, we make our products of hot galvanised 
steel. They are available in nine colours as well as in trendy aluzinc 
and classic copper. Your building supplier can help you in tailoring a 
solution which decorates and protects your buildings.
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Water is tough; one stubborn drop can hollow out a brick. That 
is why Plannja Rainwater System is made from high-class hot 
galvanised steel. In order to extend the life of the products further, 
we have coated the steel with a double-sided layer of Hard Coat 
Glossy which is an extremely resistant coating.

Plannja Rainwater System withstands the forces of the seasons 
with rain, snow, ice and meltwater. The only thing you need to do is to clear out the gutters of leaves 
and other debris. Then the water will flow again year after year after year...

Complete construction kit for total solutions.
Plannja Rainwater System comprises a complete 
assortment of everything you need for effective
rainwater system. Many components are available 
in several different designs in order to suit widely 
varying conditions and aesthetic wishes.
Your building supply store has rainwater system 

Rainwater System with a 
long life.

experts who would be glad to share their knowledge 
of our selection. Here you will get good advice 
according to the conditions which apply to your 
house. At the store, you will also get help in tailoring 
a complete and perfect construction kit.

PARTS THAT LAST COME RAIN OR SHINE

Hopper head

Straight 
connector

Gutter

Straight outlet

Down pipe joint

Connector 
for reducer

Down pipe 
leaf trap

Reducer

Foldable 
outlet

Outlet

Offset 
bend 70°

Leaf trap with 
rainwater tap      

Strainer for 
street inlet

Self-cleaning 
leaf trap

Outlet
angular

Rain
drain

Hopper

Gutter
Gutter clip

Splash guard
Straight

Gutter angle
Inner

Gutter angle 
Outer

Compact flashing Cb2

Screw for pipe 
bracket on brick wall

Pipe bracket 
Brick wall

Nail for pipe 
bracket on brick wall

Pipe bracket,
wooden wall

Offset bend 
60° and 70°

Strap
Gutter bracket

Gutter bracket
Compact 
bracket

Stop end
left / right

Stop end
UNI

Splash guard
Inner angle

Compact flashing

Gutter angle 
Outer

Adjustable bracket

Zinc layer

Passivating surface

Primer

Steel  
sheet metal

Hard Coat Glossy
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Rainwater system is not only about carrying off rainwater and meltwater 

from the house. It is also about giving the façade a beautiful frame, for 

example, through the use of colour accents on gutters and downpipes. 

Under the designation of rainwater system, Plannja has gathered 

everything you need in the way of gutters, downpipes, gutter brackets and 

innovative accessories. We manufacture our goods from hot galvanised 

steel or of copper. Your building supply store can help you in tailoring a 

solution which decorates and protects your buildings. Now there is even 

Hard Coat on our rainwater system. The coating is a clear variant called 

Hard Coat Glossy. This is a step in an environmentally friendly direction. 

Our new coating is available in all the colours shown on the right.

01 Black

80 White Aluzinc

20 Dark grey

42 Maroon 22 Dark red

COLOURS

Copper

55 Metallic copper

45 Silver metallic 

56 Dark brown

Plannja Rainwater system in aluminium is this year’s big news for anyone 

who has a house down by the salty windblown sea, and it’s the logical 

choice if you want an aluminium roof. You can find Plannja Rainwater 

system in aluminium in three colours 01 black, 80 white and 45 silver me-

tallic.

15 Dark Silver metallic 

45 Silver metallic

We are now launching our long-awaited adjust-

able bracket. This is a strong and elegant all-in-

one bracket that incorporates a plate and hook. Six 

mounting holes mean that it can also be mounted 

on narrow fascia boards and provide secure fastening 

even when supporting large guttering. It is made from 

a durable and more ductile material to enable repeat 

bending. The bracket is part of Plannja’s complete rain-

water product range and is available in three sizes: 100, 

125 and 150 mm. Our aim is to make it easy to install at-

tractive and effective rainwater protection.

NEW!
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Soft Rainwater System with Rectangular Form.
Plannja Rainwater System is available in round, semi-
round and rectangular forms.

Rectangular gutters harmonise simply with the 
angles of the roof and building. By combining Plannja’s 
rectangular gutters with Plannja’s round pipes, new 
aesthetic possibilities are created.

Plannja’s rectangular rainwater system suits all kinds 
of roofs and roof coverings. It is just as functional and 

easy to install as our round rainwater system.
It is at the same time economic and attractive. In 

order to increase the life of the products, the steel is 
lacquered on both sides with a resistent thick-layer 
coating. Plannja Rainwater System really stands up 
to the forces of the seasons with rain, snow, ice and 
meltwater.

Gutter

 
Long hook

Short hook

Gutter outlet

Stop angle -
inner / outer

 
Gutter joint

Gutter end, right/left

Easy to Calculate. Easy to Hang.
There is no big challenge in screwing brackets in place 
and installing gutters and pipes. However, you should 
be well prepared so that it is easier to order the correct 
products and the right lengths.

Plannja’s rainwater system products suit all roofs. 
The size of your roof determined which dimensions 
you need for gutters and downpipes. The larger the 
roof surface, the wider the gutters.

Follow the instructions on the following pages, 
where you will find help to get on the right track in 
calculating your material needs and installation. There, 
you will also find a clear presentation of all rainwater 
system products with pictures and dimensions.

Good luck!

RECTANGULAR PARTS
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Measure the length and width of each plane of the roof. If the 
surface is less than 50 m2 then gutters are used measuring 100 mm 
in width and pipes 75 mm in diameter. If the surface is 50 – 100 m2, 
then gutters are used measuring 125 mm in width and pipes 
measuring 90 mm in diameter. Even larger surfaces require gutters 
measuring 150 mm in width and pipes 100 mm in diameter.

You can count on each downpipe managing a gutter length of up 
to 10 metres. Houses with hip roofs should always be fitted with 
two downpipes per long side and gutters measuring 125 mm in 
width. On angled houses, the downpipe is placed according to the 
figure. Use the gutter which is best suited to the roof surface.

Angled roof

Downpipe 
placement

Hip roof

For lengths up to 10 metres, one downpipe will suffice. The 
brackets are divided up according to the diagram (see right) and 
are labelled 1,2, etc. Install the first and last brackets 10 cm 
away from the edge of the roof. For lengths over 10 meters, 2 
downpipes are required. The brackets are divided up according 
to the diagram (see below) and labelled 1-1, 2-2 etc. Install the 
brackets numbered 1-1 approximately 30 cm from the centre 

Start by measuring where the gutter brackets are to be fastened. Then install the gutter brackets, gutters and downpipes.

 Single pitch

13 12 11 10 9 8 7 6 4 3 2 1

Downpipe

100 600 600 600 600 mm

5

100 mm

100  600 600 600 600 mm

Downpipe

Length of house 10 – 20 m – 2 downpipes
For example, 20 m/0.6 m = 18 bracketsDownpipe

100 mm

5 64321123456

Pitch Pitch

NUMBER OF DOWNPIPES

Double-pitched 
roof

No extraordinary tools are needed to install Plannja Rainwater 
System: hammer, pliers, chisel, hacksaw, ruler, string and a 
hook-bending tool. The hook-bending tool can be hired from 
your local building supply dealer.

MEASURE THE ROOF

HOW TO MEASURE

TOOLS

1.

2.

How to Install

and the last brackets 
about 10 cm from the 
edge of the roof. Short 
brackets are screwed 
directly to the eave. If 
the eave board is not 
installed vertically, the 
short hook can be bent, 
or else use the specially 
suited short hook for 
27° roof pitch.

Length of house up to 10 m – 1 downpipe
For example, 10 m/0.6 m = 18 brackets
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First measure how far out from 
the end of the gutter the 
downpipe is to be placed. Saw 
out two oblique slits so that the 
opening is about 10 cm. Fold 
down the edges of the hole in 
order to improve the run-off.

Trim the gutter to the correct 
length and lay it up into the 
brackets. Press the gutter in 
place in the hook’s front 
edge and fold over the 
forward locking tab. Then 
turn the gutter down and 
fasten the rear tab in place.

The left/right end is installed 
by being pushed onto the 
gutter. The gutter end is then 
secured in place according 
to the diagram. Finally, the 
gutter end’s free points 
are folded in with an awl 
(see figure).

Extending gutters is done with 
a gutter joint Bring the gutters 
together. Place the gutter joint 
at the back edge and press it 
toward the gutter. Fold up the 
lock with the palm of your hand 
against the gutter.

The stop end is installed by 
twisting it into the bulge of the 
gutter. Apply a bead of sealant 
and press the gutter end down 
onto the gutter. Then strike the 
gutter end in place.

Insert the folded edge on the 
gutter outlet. Move the outlet 
toward the gutter and the rear 
edge and fold over the locking 
tab. The round part of the 
gutter (the bulge) shall be 
turned outward.

If you use a Self locking bracket, 
or a compact hook, then you 
place the gutter in the front 
edge of the hook. Then you 
press down the gutter so that is 
it caught in place by the stop 
tabs on the back edge of the 
hook

Installation on the subroofing
1 2 3

Installation on the eaves board
1 2 3

A gutter hook is needed 
every 60 centimetres in 
order to suspend the 
gutter. The gutter is 
installed with a pitch 
toward the downpipe; the 
pitch shall be 5 mm/m

Long brackets

String

Screwed directly to 
the eaves board

Short brackets and the compact gutter hook
Mark off the pitch by stretching a string. Screw the brackets 
directly to the eaves board.

1 2 3 4 and so on

Ex. Length of house: 10 metres.
Pitch/m 5 mm = 50 mm

GUTTER BRACKETS GUTTERS

Long brackets are bent so that the 
gutter gets a pitch. This is what to do:
• Mark off the base line according 

to the diagram, place together 
brackets and mark out the base 
line on the first and last hook.

• The length of the roof / 5 mm 
per meter gives the total slope 
which is marked on the last hook.

• Draw a line between the base line 
and the slope measurement, see 
figures.

• Number and bend the brackets with 
the hook-bending tool. The brackets 
are fastened in place with screws.

Hardware for the compact hook
There are two different sorts of 
hardware. The hardware pieces 
are made to fit, without special 
tools, according to the roof 
pitch as they are installed.

Compact hardware
Can be used at an 8-45° slope 
at the eaves board. The 
hardware is screwed in place on the eaves board and the 
angle is adjusted and set with the included pin.

Compact hardware Cb2
The hardware can be installed on top of the roof 
or on the eaves board. The angle is adjusted by 
bending the hardware and fastening it with the 
included screw. The compact gutter hook is 
installed on the hardware.
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Make sure that the pipe is sitting 
straight on the wall and adjust 
the length as needed. The 
wood pipe bracket is screwed in 
place on the wall.

The brick wood pipe hangs on a 
pin and is attached by bending 
the protruding spike around on the lower side of the pin metal. 
The pipe passes through the bracket and is fixed in place by 
turning a locking knob one half turn clockwise with a screwdri-
ver. When disassembling, the bracket is opened by turning back 
the locking knob one half turn and then inserting the screwdri-
ver into one of the disassembly holes in order to remove the 
locking knob.

The downpipe bracket is 
installed 10 cm under the 
lower offset bend. Pipe 
brackets are available both for 
wooden and brick walls. In 
brick / brick walls, holes are 
pre-drilled for the bracket’s 
pins. Drill into the seam, not 
into the brick. The distance 
between brackets should be no 
more than 2 metres. Assemble 
together the pipe parts and 
connect them to the gutter 
outlet.

The length of the straight 
connector, the pipe between 
the two offset bends, is measu-
red as follows. 

Push the upper offset bend 
into place (1) on the hopper 
head and guide it in toward 
the intended downpipe 
location.

Hold up the lower offset bend
(2) and guide it toward the 
upper one. The distance 
between the offset bend 
and the wall should be 35 mm.

Adjust the offset bends so that they line up with one another.
Use the measuring rod as a straightedge. Measure the distance
between the offset bends and add 10 cm. The straight connector is 
available in 0.5 metre lengths with tapered pipe ends. For houses 
with considerable overhangs, a cut downpipe can also be used.

Pipe 
Bracket

Connector for reducer, self-cleaning 
leaf trap, down-pipe leaf trap, reducer
Leaf trap prevent debris from ending up in 
the surface water conduit. Leaf trap are 
installed with or without an extension 
pipe. Self-cleaning leaf trap are installed 
directly between the downpipe and the 
surface water conduit. Sleeves are 
available for various dimensions of surface 
water conduits.

Foldable outlet, drain trap with 
rainwater tap
Do you want to collect the rain water? 
Install the foldable outlet onto the 
downpipe, or rainwater tap to which a 
hose is connected so that the water can 
be carried out to flowers and bushes.

Outlet
The outlet is installed when the 
downpipe is not connected to a surface 
water conduit. Attach the outlet with a 
screw or blind rivet.

Straight outlet, strainer for street inlet
Straight outlets are used between the 
downpipe and the surface water conduit. 
Strainer for street inlet are installed directly 
in the surface water conduit in order to 
prevent debris from causing clogs.

Pipe branch
Pipe branches are used when 
draining several roofs via the 
same downpipe.

Splash guard
Overflow protection prevents 
water from spilling over inner 
angles. Also available as a 
straight overflow protection.

2

1

Intermediate pipe

STRAIGHT CONNECTOR

PIPE BRACKET

ACCESSORIES

OUTLET
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Gutters and accessories 
 
Gutter
L=2, 3, 4, 5, 6 m 
D=100, 125, 150 mm

Gutter angle - inner
D=100, 125, 150 mm 
Obtainable in specialty angles

Gutter angle - outer  
D=100, 125, 150 mm 
Obtainable in specialty angles

Stop end – UNI 
D=100, 125, 150 mm

Stop end – left / right 
D=100, 125 mm

Gutter clip 
D=100, 125, 150 mm 

Hopper head 
Fits all current combinations 
of gutters and pipes 
 
Splash guard,  
inner angle

Splash guard, straight.  
For gutter 125

Cleaning 
Extension shaft 
L=2000 mm  

Strap 
 

 

Gutter bracket
 
Gutter bracket, 210, 160 
L=210 mm, D=100, 125, 150 mm 
L=160 mm, D=100, 125, 150 mm
 
Gutter bracket, 70
L=70 mm  
D=100, 125, 150 mm 

Gutter bracket, 27°
D=100, 125, 150 mm 

Self locking bracket, 210
L=210 mm  
D=100, 125, 150 mm

Self locking bracket, 175
L=175 mm  
D=100, 125, 150mm

Self locking bracket, 70
L=70 mm  
D=100, 125, 150 mm 

Compact bracket
D=100, 125, 150 mm

Adjustable bracket
D=100, 125, 150 mm

Compact flashing
Adjustable 8-45° slope
Fits compact hook

Compact flashing Cb2
Fits compact hook

Hook bending tool  

 

Downpipes and accessories
 
Offset bend 70° 
D=75, 90, 100 mm

Offset bend angular 60°
D=110, 120 mm

  

Offset bend 70°
D=75, 90, 100 mm
  

 

L=Length D=Dimension. 

Plannja

Rainwater System
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Downpipes and accessories (cont’d) 
 
Straight connector 
L=500 mm
D=75, 90, 100, 110, 120 mm
 
Downpipe
L=1, 2, 2.5, 3, 4, 5, 6 m
D=75, 90, 100, 110, 120 mm

Down pipe joint 
D=75, 90, 100 mm 

Pipe bracket,
wooden wall
D=75, 90, 100, 120 mm

Pipe bracket  
Brick wall, pins not included 
D=75, 90, 100, 120 mm

Nail for pipe bracket on brick wall 
L=125, 175, 250, 300 mm 

Screw for pipe bracket on brick wall 
L=125, 175, 250 mm

Outlet
D=75, 90, 100, 110, 120 mm

Outlet angular
D=75, 90, 100, 110, 120 mm

D=75, 90, 100, 110, 120 mm

Hopper
D=90, 100, 110, 120 mm 

Offset bend 70°
D=75, 90, 100 mm

Foldable outlet
D=75, 90, 100 mm

 

 
 

 
Connector for reducer
D=75, 90, 100 mm 

Strainer for street inlet 
 

Down pipe leaf trap 
 
 

Self-cleaning leaf trap 
 

Reducer 
 
 

Leaf trap with rainwater tap      
D=75, 90, 100 mm 
 
 
 

RainDrain    
L=3600 mm 
 
 
 

Rectangular Rainwater System
 
Gutter 
L=3 m 

Short hook 
 
 

Long hook 
 
 
 
 

Gutter outlet 
 
 

Gutter angle – inner/outer
 
 

Gutter joint 
 
 

Gutter end, right/left 
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Window and roof mouldings are available in steel or aluminium and in various 

colours and coatings to suit your roof. Most mouldings are available in a standard 

black and white. The window mouldings are pre-holed for nails c/c 100 mm.

Plannja

Stop end moulding 4
Length = 2000 mm

Stop end moulding 5
Length = 2000 mm

Stop end moulding 6
Length = 2000 mm

Stop end moulding 7
L= 2000 mm 
 

Flashing 

Length = 2000 mm 

 

 

 

Gutter angle 1            
L= 2000 mm  
(covering 1500) 

Gutter angle 2  
L= 2000 mm 
(covering 2500)
 

Eaves moulding 3
Reversible
Length = 2000 mm

Eaves moulding 2 

Length = 2000 mm  

  

 

 

Eaves moulding 1 

Length = 2000 mm 

  

 

 

Stop end moulding 1

Length = 2000 mm
 

Stop end moulding 2 
Length = 2000 mm

Stop end moulding 3
Length = 2000 mm

Item Item

Window and Roof Mouldings
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Upper plate
Installed above the window case, 
it prevents water from seeping 
into the construction. The upper 
plate is screwed or nailed in 
place every10 cm.

Installation tips

Lower plate
Installed in the tracks of the cut-out  
window frame. It prevents water 
and snow from seeping behind the 
house’s façade covering. See the 
alternatives below.

1

3

2

4
Fold up

Window mouldings
 
Lower plate
B = 40
B = 60
B = 80
B = 100
B = 130
B = 150
B = 190 

Upper plate 
B = 40 
B = 60
B = 80
B = 100
B = 130
B = 150
B = 190

Window mouldings in widths of 130, 150, 190 are 2000 mm 
in length. 
There are also 1200 mm lengths in steel and 1500 mm. 
 

Threshold plate and fasteners
 
Threshold plate 40
Steel: L= 1200, 1500 mm 
 
 

Threshold plate 75 
Steel: L= 1200, 1500 mm

Drilling screw 
4.85x35 mm, 250 pc 

Window moulding screw 
3.5x25 mm, 100 pc per bag 
Stainless steel Rivets included

Metal nail 
2.5x30 mm, 100 st

INSTALLATION INSTRUCTIONS

Window and Roof Mouldings
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Window and Roof Mouldings
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One common telephone number to Plannja throughout Sweden: +46 10 516 10 00.

www.plannja.se
The information in this publication pertains to the time of publication and is intended to be a general guide during the use of the product.

The information is subject to change due to the ongoing product development as well as changes to the products during the course of the year.  
The information and data stated must not be regarded as guarantees without specifically written confirmation.


